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FADE OUT THINNER 

 
PRODUCT DESCRIPTION 
 
Fade-out thinner for small repairs on 2-component clear acrylic lacquer surfaces. Eliminates 
dust on the surface under repair, while also minimizing visible differences between  older and 
newer coats of lacquer. Guarantees quick and easy shading, even when used with  HS and 
VHS lacquers. 
 
Color: Clear 
 
PROPERTIES 
-quick-drying 
-smoothes rough surfaces 
-shades non-matte surfaces 
-retains gloss finish even under high temperatures (to 60oC) 
-easy to use 
 
DIRECTIONS FOR USE 
Especially recommended for: 
- VHS MASTER C2007 clear acrylic lacquer 
- VHS INTER TROTON IT07 clear acrylic lacquer 
- VHS ECO-LINE PINUS clear acrylic lacquer 
- HS MASTER clear acrylic lacquer 
Can be used with standard system (STANDARD hardening agent) or fast system (FAST 
hardening agent) 
Can also be used with: 
- INTER TROTON Scrach Resistant 50 clear acrylic lacquer 
- INTER TROTON Scrach Resistant 72/35 clear acrylic lacquer 
 
- MS INTER TROTON CT 50 clear acrylic lacquer 
- MS INTER TROTON LM 72 clear acrylic lacquer 
- INTER TROTON LM 80 clear acrylic lacquer 
- MS INTER TROTON LM 80G clear acrylic lacquer 
- MS INTER TROTON Diament clear acrylic lacquer 
 



Directions: 
Apply 1-3 thin layers of Fade-Out Thinner where old layers of lacquer meet new layers. 
Apply immediately after applying last coat of lacquer. 
 
Caution: This technical sheet gives directions for use with TROTON lacquer products. 
Specific information on these products is to be found in the technical sheets for those 
products. 
 
Spray Adhesion: 
Product is ready for use, ca. 10s., DIN 4 20oC. 
 
CAUTION 
For your safety, always act in accordance with the information contained 
in the technical operation sheet for dangerous substances.  
 
STORAGE 
Store product in a cool, dry place. Keep away from fire, high temperatures, and direct 
sunlight. 
 
WARRANTY 
FADE OUT THINNER - 24 months from date of production. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Wszystkie informacje opierają się na skrupulatnych badaniach laboratoryjnych i długoletnim doświadczeniu. Ugruntowana pozycja na rynku 
nie zwalnia nas z ciągłej kontroli jakości naszych produktów. Jednak nie ponosimy odpowiedzialności za końcowe efekty przy 
niewłaściwym przechowywaniu lub uŜytkowaniu naszych wyrobów oraz za pracę niezgodną ze sztuką dobrego rzemiosła. 

TROTON sp. z o.o. Ząbrowo. 


